
•  Possibility of feeding any type of raw wood  •  Removal of many kind of 
pollutants, plastic, metals, inerts and heavy material  •  Very high efficiency 
•  Compact layout  •  Low maintenance  •  Easy control and adjustment.

•  High speed belt for monolayer and multilayer particles transfer  •  High 
efficiency and constant performance of x-ray camera  •  Integrated 
sw control system  •  Selecting unit with compressed air  •  Discharge 
hopper with selecting flap  •  Heavy construction for continuous 
operation.

•  Nastro di elevata velocità per il trasferimento di particelle in 
monostrato e multistrato  •  Telecamera x-ray di elevata efficienza e 
costanti prestazioni  •  Software integrato di controllo di sistema  •  
Unità di selezione con aria compressa  •  Tramoggia di scarico con flap 
di selezione  •  Costruzione solida per un funzionamento continuo.

•  Possibilità di alimentare qualsiasi tipo di legno grezzo  •  Rimozione 
di molti tipi di inquinanti, plastica, metalli, inerti e materiali pesanti  
•  Altissima efficienza  •  Layout compatto  •  Bassa manutenzione  •  
Semplice controllo e regolazione.
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METALS, &
HEAVY POLLUT.

X-RAY

METALS, PLASTICS &
HEAVY POLLUT.

NIR+X-RAY

METAL, HEAVY POLL.,
PLASTICS &
LAMINATED WOOD

NIR UP/DOWN+X-RAY
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4 = CLEANED MATERIAL
M1 = BELT ROTATION

MODEL
OVERALL DIMENSIONS mm

A B C D E

XCS.1200 1200 1940 6460 3000 1910

XCS.1.1200 1200 1940 6460 3000 1910

XCS.2000 2000 2730 6460 3000 1910

XCS.2.2000 2000 2730 6460 3000 1910

1 = INLET MATERIAL
2 = POLLUTANTS AND METALS 
3 = HEAVY MATERIAL

4 = CLEAN MATERIAL
M1 = BELT ROTATION

MODEL

CAPACITY INSTALLED POWER kW EXHAUST AIR FLOW (m3/h)

MICRO CHIPS 
10-30 mm

MACRO CHIPS 
> 30 mm M1 M2 MICRO CHIPS MACRO CHIPS

XCS.1200 130 m3/h 130 m3/h 3 - 3000

XCS.1.1200 35 m3/h 60 m3/h 3 1,10 3000

XCS.2000 200 m3/h 200 m3/h 4 - 4000

XCS.2.2000 70 m3/h 120 m3/h 4 1,50 4000
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